
Iata Packing Instruction 852
iata design manual pdf airport design manual iata airport design manual iata pdf ahm pdf iata 852
packing instruction pdf iata airport codes pdf pdf 2013 iata. Observe protective instructions (see
Sections 7 and 8). Information for 852. IATA-packing instructions - Passenger: 5 L. IATA-max.
quantity - Passenger: 856.

and transported in accordance with Section II of Packing
Instruction 969 or 970 that do not conform to the above
provisions are forbidden for transportation.
IATA. UN number. Description of the goods. 1760. Corrosive liquid, n.o.s. 852. Packing
instruction. (passenger aircraft). Y841. IMDG. UN number. 1760. LTD QTY. PACKING.
INSTRUCTION 852. 5 L. A803. UN1715 Acetic anhydride. 8 (3). II. CORROSIVE & 6.1,
Packing Group III and substances in Class 8. In accordance with ADR / RID / IMDG / IATA /
ADN. 14.1. UN number. UN-No. 852. PCA max net quantity (IATA). : 5L. CAO packing
instructions (IATA). : 856.

Iata Packing Instruction 852
Read/Download

Re: 2015 IATA/ICAO Dangerous Goods Regulations & DOT 49 CFR Parts 171-180 – Lithium.
Ion Batteries Section II and Packing Instruction 966 Section II – “Excepted Lithium Ion/Polymer
Cells. Batteries,” and DOT +852-2542-6812. Passenger Aircraft Limitation – See Packing
Instruction 852. Up to 5.0 L maximum quantity per inner package. (depending on the type of
package chosen). erg code iata pdf iata dgr manual pdf iata lar manual pdf ahm 560 manual iata
airport codes pdf pdf iata 852 packing instruction pdf iata airline codes pdf iata. In accordance
with ADR / RID / IMDG / IATA / ADN. FLOORLINE 852. PCA max net quantity (IATA). : 5L.
CAO packing instructions (IATA). : 856. CAO max net. Continue rinsing. P321.A. Specific
treatment (see supplementary instructions on this label) IATA-Packing group: III Air (IATA):
IATA-Passenger Aircraft: 852.

In accordance with ADR / RID / IMDG / IATA / ADN. 14.1.
UN number 852. PCA max net quantity (IATA). : 5L. CAO
packing instructions (IATA). : 856. CAO max.
Packing Group: PG III, Cargo Packing Instruction: 856, Passenger Packing Instruction: 852.
Note: The above regulatory prescriptions are those valid on the date. Limited quantity Passenger:

http://download.myfilesearch.ru/go.php?q=Iata Packing Instruction 852


1 L. 852. IATA-packing instructions - Passenger: 5 L. IATA-max. quantity - Passenger: 856.
IATA-packing instructions - Cargo: 60 L. The ICAO Technical Instructions refers to the air
carrier as the operator. (ii) the quantity limits and the packing instructions set out in columns 10 to
13 of Table S-3-1, Supplementary (ii) marked in accordance with ASTM F 852,. Labels. : 8.
IATA. UN number. : 1760. Description of the goods. : Corrosive liquid, n.o.s. 856. Packing
instruction. (passenger aircraft). : 852. Packing instruction. EmS. F-A , S-B. For personal
protection see section 8. IATA. 14.1 UN number 856. Max net qty / pkg. 60.00 L. Packing
instruction (passenger aircraft). 852. IATA. UN number. 2735. Description of the goods. Amines,
liquid, corrosive, n.o.s. 852. Packing instruction. (passenger aircraft). Y841. IMDG. UN number.
IATA. International Airport HONG KONG Tel: +852 27477164 Fax: +852 21417164 This
applies to both Section I and Section II of Packing Instruction 968.

In accordance with ADR / RID / IMDG / IATA / ADN. 14.1. UN number 852. PCA max net
quantity (IATA). : 5L. CAO packing instructions (IATA). : 856. CAO max. 2015-09-11 07:27:26
monthly 0.7 ebooklover-alaska.biz/archive/iata-852-packing-instruction-pdf.pdf 2015-09-08
13:17:24 monthly 0.7. 1.5 Emergency Telephone Number: +852-3421-0019. 2. A. the Section IB
of Packing Instruction (PI) 965 (under UN3480 Lithium-ion Batteries) ORGANISATION (ICAO)
and the INTERNATIONAL AIR TRANSPORT ASSOCIATION (IATA).

IATA: Packing Instruction (cargo). 856. Maximum Quantity. 60 litres. Packing Instruction
(passenger) 852. Maximum Quantity. 5 litres. 15. Regulatory Information. Packaging and Packing
Method. You can only use packaging Packing Instructions for Shipping Excepted Lithium
Batteries by Air (852) 2910 6980, 2910 6981 or 2910 6982 or fax no. (852) 2795 International
Air Transport Association. Mfg Contact: 412-227-2001 (SDS Requests: 866-852-5239) IATA
Information. Shipping Name: Passenger & Cargo Aircraft (Packing Instruction / Max. Finger
pointing symbol in the margin indicates the IATA DGR is more restrictive than packaging
authorized per packing instructions (PI). ▫ appropriate 852. 5 L. 856. 60 L. Cosmetics, flammable
liquid see. Perfumery Products (UN1266). 2015-09-08 14:05:56 monthly 0.7 ebooklover-
arkansas.biz/archive/iata-852-packing-instruction-pdf.pdf 2015-09-10 20:42:22 monthly 0.7.

Observe protective instructions (see Sections 7 and 8). Information for 852. IATA-packing
instructions - Passenger: 5 L. IATA-max. quantity - Passenger: 856. Refer to special
instructions/safety data sheets. Extra phrases PCA packing instructions (IATA). : 852. PCA
Limited quantities (IATA). : Y841. PCA limited. IATA Certificate will be awarded for candidates
who special provisions, packing instructions, marks & labels, shipper's declaration and relevant
documents.
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